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FEATURES

SPECIFICATIONS

LVD SERIES
LOW VOLTAGE DISCONNECT

•	 Disconnects battery at pre-set voltage
•	 Reconnects battery once power is restored
•	 Stops battery damage due to excessive discharging 

Model
Number

Amps
(Max)

Input
Range
VDC

Weight
(lbs)

Disconnect/
Reconnect

VDC

LVD-12

LVD-12-130

LVD-12-RM

DIN-LVD-12-30

DIN-LVD-12

LVD-24

LVD-24-100

LVD-24-RM

DIN-LVD-24-30

DIN-LVD-24

LVD-48

LVD-48-RM

DIN-LVD-48

10-15

10-15

0-15

10-15

0-15

20-30

1.75

4

4

1.75

1.75

1.75

0-20

0-35

20-30

0-35

40-60

0-60

0-60

4

4

1.75

1.75

1.75

4

1.75

10.4-12.5

10.4-12.5

10.4-12.5

10.4-12.5

10.4-12.5

20-25

20-25

20-25

20-25

20-25

42-50

42-50

42-50

75

130

75

30

75

50

100

50

30

50

50

50

50

LVD-RM SERIES

DIN-LVD SERIES
30 AMP

50/75 AMP

“Original” LVD Series
Weight - 1.75 lbs
1.75“ H x 8“ W x 5“ D

Weight - 4 lbs
3.5“ H x 19“ W x 5.25“ D

LVD Mounted on standard
19” EIA rack panel

LVD for 12 and 24 volt systems
up to 30 amps

For 12 volt systems up to 75 amps
and 24/48 volt systems up to 50 amps

Weight - 1.75 lbs
5“ H x 2“ W x 5.5“ D

Weight - 1.75 lbs
2.75“ H x 8“ W x 4“ D


