
                                 

           netBooter NP-0201D/NP-0202D Series        Remote Power/Process Control  
 
 

 

Synaccess Networks Inc. 14425 N 79
th

 St. Suite C Scottsdale, AZ 85260 USA  www.synaccess-net.com                 

Telephone:  (928) 257-1838 Fax: (928) 239-8007 

• netBooter™NP-0201D provides independent control of two 
outlets with True RMS current sensing totaled across all outlets. 

  

• netBooter™NP-0202D provides independent control of two 
outlets with True RMS current sensing per outlet.  
 
NP-0201DU/NP-0202DU: outlet type:  NEMA 5-15 

 

NP-0201DUH/NP-0202DUH:  outlet type: IEC320-C13 (H model)  

 
 
         NP-0201DU/0202DU 

 

 

 
NP-0201DU/NP-0202DU              
 

 

 

 

 

 

 

 

 

 

 

Features:  
• 2 Independently managed power outlets.  

• 120VAC/13A /  220VAC/10A(H model) 

• Compact Enclosure: 5.40” X 6.15” X 1.75”  

• True RMS Amperage reading with ±1% typical 
accuracy 

• TLSv1.2 Encryption HTTPS  

• Digital environment temperature sensing. 

• Process control with temperature and AC  

• Current threshold settings. 

• Auto ping and reboot for each power outlet. 

• Weekly or Daily scheduling for outlet  
       controls.  

• Source IP access Filtering and Blocking 

• Telnet accessibility. Menu driven or command-
in-line configuration setup. 

• Embedded Web server enables user to easily 
change settings, view or alter system status.  

• Integrated SNMP agent and Trap notification 
capability.  

• SMTP for sending email notifications. 

• Modem connection via local serial port.   

• Administration and User level name and 
password protection, including user name and 
password authentication for Web access or 
email sending. 

 

- 2 Power Outlets 

- AC Current Monitor 
-Temperature Sensing 

- Access IP Filtering 

- Telnet 
- Web GUI 
- Email Alerts 

- SNMP/Trap 

- Auto Ping & Reboot 
- Local control Port 
- Standalone Timer  
 

 
A Snapshot of Web Browser Access  
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System Specifications 

 
Item NP-0201DU/NP-0202DU NP-0201DUH/NP-0202DUH  

(H model) 

Power Input 13 Amps Max @ 120VAC 

IEC320-C14 

10 Amps Max @ 220VAC 

IEC320-C14 

Voltage 90 – 120 VAC 90-220VAC 

Power Cord 1 detached Power Cord 

AC Output Outlet 2 

AC Current Draw Monitoring Measurement of True RMS from all outlets. 

(NP-0202DU(H) Only - Per outlet current sensing) 

 

Temperature Sensing Port RJ11 Digital Environment Temperature Input Port 

 

Total Load (Combine all AC outlets) 

 

13 Amps Max @ 120VAC 

10 Amps Max @ 220VAC 

Outlet Type  NEMA 5-15R IEC320-C13 

Console Interface – Local Master Port 1 RS232 Port, DB-9F or USB Serial Port. Data: 7 or 8 bits. Stop Bits: 1 or 2.  Parity:  

None, Odd or Even. Flow Control: None or RTS/CTS. Baud Rate: 2400 to 115200. 

 

Physical Dimensions 5.40” X 6.15” X 1.75” 

Network Interface 10/100 Base T.  RJ45. 

Network Protocols ICMP, IP, TCP, DHCP, Telnet, DNS, SMTP, SNMP, HTTP/HTTPS, and 
BootP. 

 

LED 3 Digit AC Current Display 

2 Power outlet On/Off status LEDs 

1 Power On/Off LED. 

1 Network LED. 

Weight 2 lbs. Shipping Weight. 

Operational Temperature Environment 32F° – 122F° (0C° – 50C°) 

Humidity 10 – 90% RH 

Storage Temperature -20F° – 140F° (-29C° – 60C°) 

Safety and EMI Compliance Yes. TUV(US), UL-60950, FCC Class B 

 

 
 


