
2500-2500MHz Grid parabolic dish antenna series specifications

Model ZDAGP1900-20-15 ZDAGP1900-18-20 ZDAGP1900-15-25

Frequency Range 1850-1990MHz 1850-1990MHz 1850-1990MHz

Gain 20dBi 18dBi 15dBi

Polarization Vertical or Horizontal Vertical or Horizontal Vertical or Horizontal

Horizontal Beam 
Width

15° 20° 25°

Vertical Beam 
Width

12° 18° 20°

VSWR <1.5 <1.5 <1.5

Front to back radio >30dB >25dB >20dB

Input Impedance 50 ohm 50 ohm 50 ohm

Input Maximum 
Power

200 W 200 W 200 W

Lightning Protection DC Ground DC Ground DC Ground

Connector N female or customized N female or customized N female or customized

Size
23.62 x 35.43inches
(600 x 900 mm) 

23.62 x 15.7 inches
(600 x 400 mm)

11.8 x 15.7 inches
(300 x 400 mm)

Antenna Material Aluminum Alloy Aluminum Alloy Aluminum Alloy 

Radiating 
Electrical Material

Cu Cu Cu 

Antenna Structure Two piece design Two piece design 

Operating 
Temperature 

-40to 85°C
(-40to 185° F) 

-40to 85°C
(-40to 185° F) 

-40to 85°C
(-40to 185° F) 

Diameter of 
Installation Pole

1.2-2.3in. (30-60 mm) 1.2-2.3in. (30-60 mm) 1.2-2.3in. (30-60 mm)  

Weight 7.7 lbs. (3.5 kg) 5.72 lbs. (2.6 kg) 3.96 lbs. (1.8 kg)

Wind Loading:
100MPH
120MPH

80lb.
125lb.

50lb.
82lb.

25lb.
37lb.
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ZDAGP1900-20-15 Patterns

ZDAGP1900-18-20 Patterns

ZDAGP1900-15-25 Patterns
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